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OPERATING INSTRUCTIONS 

A. To install Battery (1.5V, AAA included): 

1 . Slide Battery Cover in direction of arrow. 

2. Install battery. Observe polarity, noted inside compartment. 

3. Replace Battery Cover. 

B. To set time: 

Enter Hours and/or Minutes by pressing HR and/or MIN key. Press 
key once to advance time by one digit. Hold key down to advance 
digits rapidly. 

C. Operation: 

1 . Press START/PAUSE to start timing. The colon will start to 
flash, indicating that the TM4 is counting down. 

2. To interrupt timing - press START/PAUSE. The colon will stop 
flashing, and the count will stop. Press START/PAUSE again to 
resume timing. 

3. When display reaches 0:00 the alarm will sound. To stop the 
alarm, press ALARM STOP If the ALARM STOP key is not 
pressed, the alarm will stop automatically in 30 seconds. 

4. To reset display to 0:00 before the time is up, press 
STOP/PAUSE to stop the count. Then press CLEAR to reset the 
display to 0:00. NOTE: As a precaution against accidentally 
resetting the display, the count must first be stopped before 
resetting to zero. 

5. Lockout feature prevents clock time or count time from being 
accidentally cleared. 

NOTE: REMOVE STICKER FROM DISPLAY 
BEFORE USE 

5 Year Limited Warranty: Any instrument that proves to 
be defective in material or worl<mansliip wittiin five years 
of original purchase will be repaired or replaced without 
charge upon receipt of the unit prepaid at the address 
listed to the right. This warranty does not cover damage 
in shipment or failure caused by tampering, obvious 
carelessness or abuse. 
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